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Modular

The Hunter’s WorldWide dryer is a uniquely 
modular design that allows for easy 
installation in the field and possible expansion 
at a later date. Remember to size up your 
foundation, fuel supply and electrical supply if 
planning for future expansion.

Please see your dryer salesperson or dealer 
for details.

Reliable Safety

Hunter’s Worldwide dryers employ a 
Honeywell flame safety relay to control 
burner operation. The Honeywell relay 
is continuously monitoring for air flow, 
temperature and presence of flame. 
The flame safety is designed to halt all 
burner operations. This paired with the 
Honeywell ultraviolet flame detection 
gives a burner operation you can rely on.

Flexible Operations

If your drying season and conditions change 
every year—then the Hunter’s WorldWide 
dryer is the right dryer for the job. In a 
multiple burner dryer, each section can be 
on, off, or any temperature in between. This 
gives you the flexibility to run the dryer how 
you want to. A multiple section configuration 
gives you the option of running all heat, 
dry & cool, steeping or sweating sections, 
multiple burner temperatures, etc.

Hunter’s WorldWide System Control

Exclusively with Dryer Master® embedded moisture 
control system. The       System Control allows 
individual user setup over on/off timers, which 
burner/blowers are enabled, and more. The
      System Control comes with tracking and 
graphing capabilities giving the operator visibility of 
what has happened in the dryer over the last several 
hours. In addition, the       System Control 
will give the operator or dryer technician increased 
troubleshooting capabilities.
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Bucket Elevators

500 BU/HR to 3500 BU/HR
12.7 MT/HR to 88.9 MT/HR

All capacities are based on 75% bucket fill
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LIBERTY BUCKET
ELEVATOR SPECIFICATIONS

HEAD

• 12 Gal. Two Piece Construction
• 10 Ga. AR Liner, Front Crown & Discharge
• 16” Dia. X 11” Face, Drum Type Pulley
• Vulcanized Rubber, Lagging, Electrostatically Balanced
• 12” x 10” Inspection Opening
• Rubber Seal around bearings to eliminate dust
• Stress Proof Shafting
• Rubber Adjustable Throat Plate for accurate Clean Out

BOOT

• 12 Ga. Steel with 9” Travel Take-Up
• One Loading Boot Hopper 13” x 13”
• 1 15/16” Stress Proof Shaft with Pillow Block Bearings
• 16” Dia. X 11” Face Drum Type Pulley
• 8” Square Inspection Door
• Dust Seals in Take Up Area to Prevent Dust
• Two Clean Out Slides

LEGGING

• 14 Ga. Standard or 12 Ga. Special
• Two Piece Design 10” x 13” Cross Section
• Inspection Section with Two 11” x 30” Door
• With Dust Seals

GENERAL

• Coating — Powder Coated
• Blue or Your Color Choice
• Hot Dipped Galvanized
• 304 Stainless
• 10” PVK or Rubber Belting
• Polyurethane Buckets — Plain or Vented

DIMENSIONS

• Head Ht. — 4 Ft.  5” & Discharge 8” x 13”
• Boot Ht. — 3 Ft. 6”
• Hopper Ht. — Up Side 34” & Down Side 24”
• Side Profile 34” — End View 10”

A = 1 15/16” Diameter Stress Proof Head Shaft
B = 2 7/16” Diameter Stress Proof Head Shaft
C = 2 15/16” Diameter Stress Proof Head Shaft

WE WILL CUSTOM MANUFACTURE ANY
BUCKET ELEVATOR TO YOUR SPECIFICATIONS.

Over 50 years HUNTER’S has known your needs. Our Engineering
testing has proven results in material handling and we have proven
this to you, our valued customers over the years. The specification
page that you are reviewing is the SERIES. Note the cup size
in relationship to the capacity. Our company bases the capacity on
75% bucket fill, which guarantees capacity that you require, and
protects grain from being damaged, which gives us pride. We are
doing today what others will be doing tomorrow.

HUNTER’S CARE

MODEL LIBER ELEVATOR LEG HORSE POWER
BPH 500 1000 1500 2000 2500 3000 3500

Discharge 9 x 5 9 x 5 9 x 5 9 x 5  9 x 6 9 x 6 9 x 6 LP
Height/Ft. 14” CC 12”CC 8” CC 6” CC 7” CC 7” CC 5 1/4” CC

RPM 55 90 90 90 95 110 90

20 A-1 A-1 A-1 1/2 A-2 A-2 A-3 A-3

25 A-1 A-1 A-1 1/2 A-2 A-3 A-3 A-5

30 A-1 A-1 1/2 A-2 A-3 A-3 A-5 A-5

35 A-1 A-1 1/2 A-2 A-3 A-5 A-5 A-5

40 A-1 A-2 A-3 A-5 A-5 A-5 A-7 1/2

45 A-1 A-2 A-3 A-5 A-5 A-7 1/2 A-7 1/2

50 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

55 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

60 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

65 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

70 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

75 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

80 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

85 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

90 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

95 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

100 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

105 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

110 A-3 A-5 A-7 1/2 B-10 B-15 B-15 B-15

115 A-3 A-5 A-7 1/2 B-10 B-15 B-15

120 A-3 A-5 A-7 1/2 B-10 B-15 B-15
C-20
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HUNTER’S CARE

MODEL LIBER ELEVATOR LEG HORSE POWER
BPH 500 1000 1500 2000 2500 3000 3500

Discharge 9 x 5 9 x 5 9 x 5 9 x 5  9 x 6 9 x 6 9 x 6 LP
Height/Ft. 14” CC 12”CC 8” CC 6” CC 7” CC 7” CC 5 1/4” CC

RPM 55 90 90 90 95 110 90

20 A-1 A-1 A-1 1/2 A-2 A-2 A-3 A-3

25 A-1 A-1 A-1 1/2 A-2 A-3 A-3 A-5

30 A-1 A-1 1/2 A-2 A-3 A-3 A-5 A-5

35 A-1 A-1 1/2 A-2 A-3 A-5 A-5 A-5

40 A-1 A-2 A-3 A-5 A-5 A-5 A-7 1/2

45 A-1 A-2 A-3 A-5 A-5 A-7 1/2 A-7 1/2

50 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

55 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

60 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

65 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

70 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

75 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

80 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

85 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

90 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

95 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

100 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

105 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

110 A-3 A-5 A-7 1/2 B-10 B-15 B-15 B-15

115 A-3 A-5 A-7 1/2 B-10 B-15 B-15

120 A-3 A-5 A-7 1/2 B-10 B-15 B-15
C-20

Mixed Flow

Hunter’s WorldWide mixed flow dryers 
are column dryers that have air flows in 
the counter and concurrent directions. 
This allows for multiple 
drying zones with higher 
temperatures, greater 
energy efficiencies, and 
most importantly higher 
test weights. Adding 
all these features 
up allows Hunter’s 
Worldwide to have the 
most efficient dryer on 
the market.

Figure 1: The unique shape of 
the ducts hold the grain in without 
dependence on the hole size, so no 
special screens are required when 
drying small seed crops.
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Figure 2: The Maxon® burners used 
in the Hunter’s Worldwide dryer are 
extremely efficient. The wide area they 
cover and short flame length continue 
to provide equal heat distribution to all 
the air throughout the entire dryer. This 
means faster more efficient drying with 
the lowest moisture differential possible 
throughout the entire dryer.
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             Corn  Wheat  Rice  Tecnical Specifications

 12'
 Dryers

 H04-0493-0736 4 493 400 214 343 180 383 327 374 1 15,000 6.0 736 15 18 17.2 18 20
 H05-0505-0736 5 505 471 250 345 222 449 323 440 1 17,500 6.0 736 15 18 19.2 20 20
 H06-0578-0736 6 578 554 295 441 270 542 426 519 1 20,000 6.0 736 15 18 21.2 22 20

 16'
 Dryers

 H05-0674-0982 5 674 631 336 463 298 621 446 591 1 23,500 6.0 982 20 23 19.2 21.2 24
 H06-0770-0982 6 770 740 393 589 361 714 561 692 1 27,500 6.0 982 20 24 21.2 23.2 24
 H07-0866-0982 7 866 860 457 720 372 833 691 804 1 32,000 6.0 982 25 29 23.2 25.2 24
 H08-0962-1527 8 962 981 522 851 443 1003 863 918 2 36,000 12.0 1527 30 34 25.2 27.2 27
 H10-1155-1527 10 1155 1250 667 1037 596 1240 1017 1169 2 47,000 12.0 1527 40 46 29.2 31.2 27
 H12-1347-1527 12 1347 1468 782 1277 721 1426 1233 1373 2 55,000 12.0 1527 40 46 33.2 35.2 27
 H14-1539-2255 14 1539 1732 924 1458 815 1740 1454 1620 3 65,000 18.0 2255 55 61 37.2 39.2 27

 24'
 Dryers

 H06-1155-1473 6 1155 1109 589 883 541 1084 851 1037 2 41,200 12.0 1473 30 36 21.2 25.9 35
 H08-1443-1473 8 1443 1474 784 1279 665 1427 1239 1379 2 55,000 12.0 1473 40 50 25.2 27.9 35
 H10-1732-2291 10 1732 1687 891 1398 797 1667 1369 1578 2 62,000 15.0 2291 50 65 29.2 33.9 35
 H12-2020-2291 12 2020 2201 1173 1916 1082 2139 1850 2059 3 82,500 18.0 2291 60 75 33.2 37.9 35
 H14-2309-3382 14 2309 2428 1284 2061 1142 2380 2002 2271 3 89,500 21.0 3382 70 85 37.2 41.9 35
 H16-2597-3382 16 2597 2928 1580 2553 1415 2851 2470 2739 4 110,000 24.0 3382 80 100 41.2 45.9 35
 H20-3174-4527 20 3174 3357 1775 2931 1668 3332 2893 3140 5 124,000 30.0 4527 100 120 49.2 53.9 35
 H24-3750-4527 24 3750 4098 2167 3594 2013 4045 3524 3833 6 151,500 36.0 4527 120 150 55.2 61.9 35

 32'
 Dryers

 H12-2693-4509 12 2693 2647 1399 2499 1275 2542 2202 2305 3 108,000 22.5 4509 90 110 33.2 40.6 43
 H16-3463-4509 16 3463 3521 1862 3129 1565 3389 2941 3179 4 144,000 30.0 4509 120 140 41.2 48.6 43
 H20-4232-6691 20 4232 4394 2324 4071 2061 4235 3679 4052 5 180,000 37.5 6691 150 180 49.2 56.6 43
 H24-5001-6691 24 5001 5268 2786 4993 2552 5062 4418 4829 6 216,000 45.0 6691 180 200 57.2 64.6 43
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• Side Profile 34” — End View 10”

A = 1 15/16” Diameter Stress Proof Head Shaft
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WE WILL CUSTOM MANUFACTURE ANY
BUCKET ELEVATOR TO YOUR SPECIFICATIONS.

Over 50 years HUNTER’S has known your needs. Our Engineering
testing has proven results in material handling and we have proven
this to you, our valued customers over the years. The specification
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75% bucket fill, which guarantees capacity that you require, and
protects grain from being damaged, which gives us pride. We are
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HUNTER’S CARE

MODEL LIBER ELEVATOR LEG HORSE POWER
BPH 500 1000 1500 2000 2500 3000 3500

Discharge 9 x 5 9 x 5 9 x 5 9 x 5  9 x 6 9 x 6 9 x 6 LP
Height/Ft. 14” CC 12”CC 8” CC 6” CC 7” CC 7” CC 5 1/4” CC

RPM 55 90 90 90 95 110 90

20 A-1 A-1 A-1 1/2 A-2 A-2 A-3 A-3

25 A-1 A-1 A-1 1/2 A-2 A-3 A-3 A-5

30 A-1 A-1 1/2 A-2 A-3 A-3 A-5 A-5

35 A-1 A-1 1/2 A-2 A-3 A-5 A-5 A-5

40 A-1 A-2 A-3 A-5 A-5 A-5 A-7 1/2

45 A-1 A-2 A-3 A-5 A-5 A-7 1/2 A-7 1/2

50 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

55 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

60 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

65 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

70 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

75 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

80 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

85 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

90 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

95 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

100 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

105 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

110 A-3 A-5 A-7 1/2 B-10 B-15 B-15 B-15

115 A-3 A-5 A-7 1/2 B-10 B-15 B-15

120 A-3 A-5 A-7 1/2 B-10 B-15 B-15
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• 8” Square Inspection Door
• Dust Seals in Take Up Area to Prevent Dust
• Two Clean Out Slides

LEGGING

• 14 Ga. Standard or 12 Ga. Special
• Two Piece Design 10” x 13” Cross Section
• Inspection Section with Two 11” x 30” Door
• With Dust Seals

GENERAL

• Coating — Powder Coated
• Blue or Your Color Choice
• Hot Dipped Galvanized
• 304 Stainless
• 10” PVK or Rubber Belting
• Polyurethane Buckets — Plain or Vented

DIMENSIONS

• Head Ht. — 4 Ft.  5” & Discharge 8” x 13”
• Boot Ht. — 3 Ft. 6”
• Hopper Ht. — Up Side 34” & Down Side 24”
• Side Profile 34” — End View 10”

A = 1 15/16” Diameter Stress Proof Head Shaft
B = 2 7/16” Diameter Stress Proof Head Shaft
C = 2 15/16” Diameter Stress Proof Head Shaft

WE WILL CUSTOM MANUFACTURE ANY
BUCKET ELEVATOR TO YOUR SPECIFICATIONS.

Over 50 years HUNTER’S has known your needs. Our Engineering
testing has proven results in material handling and we have proven
this to you, our valued customers over the years. The specification
page that you are reviewing is the SERIES. Note the cup size
in relationship to the capacity. Our company bases the capacity on
75% bucket fill, which guarantees capacity that you require, and
protects grain from being damaged, which gives us pride. We are
doing today what others will be doing tomorrow.

HUNTER’S CARE

MODEL LIBER ELEVATOR LEG HORSE POWER
BPH 500 1000 1500 2000 2500 3000 3500

Discharge 9 x 5 9 x 5 9 x 5 9 x 5  9 x 6 9 x 6 9 x 6 LP
Height/Ft. 14” CC 12”CC 8” CC 6” CC 7” CC 7” CC 5 1/4” CC

RPM 55 90 90 90 95 110 90

20 A-1 A-1 A-1 1/2 A-2 A-2 A-3 A-3

25 A-1 A-1 A-1 1/2 A-2 A-3 A-3 A-5

30 A-1 A-1 1/2 A-2 A-3 A-3 A-5 A-5

35 A-1 A-1 1/2 A-2 A-3 A-5 A-5 A-5

40 A-1 A-2 A-3 A-5 A-5 A-5 A-7 1/2

45 A-1 A-2 A-3 A-5 A-5 A-7 1/2 A-7 1/2

50 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

55 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

60 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

65 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

70 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

75 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

80 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

85 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

90 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

95 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

100 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

105 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

110 A-3 A-5 A-7 1/2 B-10 B-15 B-15 B-15

115 A-3 A-5 A-7 1/2 B-10 B-15 B-15

120 A-3 A-5 A-7 1/2 B-10 B-15 B-15
C-20

Unique Design
Advantages

Look at Hunter’s WorldWide 
dryers close and you will 

see the difference.
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Bucket Elevators

500 BU/HR to 3500 BU/HR
12.7 MT/HR to 88.9 MT/HR

All capacities are based on 75% bucket fill
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GROUP, LLC

LIBERTY BUCKET
ELEVATOR SPECIFICATIONS

HEAD

• 12 Gal. Two Piece Construction
• 10 Ga. AR Liner, Front Crown & Discharge
• 16” Dia. X 11” Face, Drum Type Pulley
• Vulcanized Rubber, Lagging, Electrostatically Balanced
• 12” x 10” Inspection Opening
• Rubber Seal around bearings to eliminate dust
• Stress Proof Shafting
• Rubber Adjustable Throat Plate for accurate Clean Out

BOOT

• 12 Ga. Steel with 9” Travel Take-Up
• One Loading Boot Hopper 13” x 13”
• 1 15/16” Stress Proof Shaft with Pillow Block Bearings
• 16” Dia. X 11” Face Drum Type Pulley
• 8” Square Inspection Door
• Dust Seals in Take Up Area to Prevent Dust
• Two Clean Out Slides

LEGGING

• 14 Ga. Standard or 12 Ga. Special
• Two Piece Design 10” x 13” Cross Section
• Inspection Section with Two 11” x 30” Door
• With Dust Seals

GENERAL

• Coating — Powder Coated
• Blue or Your Color Choice
• Hot Dipped Galvanized
• 304 Stainless
• 10” PVK or Rubber Belting
• Polyurethane Buckets — Plain or Vented

DIMENSIONS

• Head Ht. — 4 Ft.  5” & Discharge 8” x 13”
• Boot Ht. — 3 Ft. 6”
• Hopper Ht. — Up Side 34” & Down Side 24”
• Side Profile 34” — End View 10”

A = 1 15/16” Diameter Stress Proof Head Shaft
B = 2 7/16” Diameter Stress Proof Head Shaft
C = 2 15/16” Diameter Stress Proof Head Shaft

WE WILL CUSTOM MANUFACTURE ANY
BUCKET ELEVATOR TO YOUR SPECIFICATIONS.

Over 50 years HUNTER’S has known your needs. Our Engineering
testing has proven results in material handling and we have proven
this to you, our valued customers over the years. The specification
page that you are reviewing is the SERIES. Note the cup size
in relationship to the capacity. Our company bases the capacity on
75% bucket fill, which guarantees capacity that you require, and
protects grain from being damaged, which gives us pride. We are
doing today what others will be doing tomorrow.

HUNTER’S CARE

MODEL LIBER ELEVATOR LEG HORSE POWER
BPH 500 1000 1500 2000 2500 3000 3500

Discharge 9 x 5 9 x 5 9 x 5 9 x 5  9 x 6 9 x 6 9 x 6 LP
Height/Ft. 14” CC 12”CC 8” CC 6” CC 7” CC 7” CC 5 1/4” CC

RPM 55 90 90 90 95 110 90

20 A-1 A-1 A-1 1/2 A-2 A-2 A-3 A-3

25 A-1 A-1 A-1 1/2 A-2 A-3 A-3 A-5

30 A-1 A-1 1/2 A-2 A-3 A-3 A-5 A-5

35 A-1 A-1 1/2 A-2 A-3 A-5 A-5 A-5

40 A-1 A-2 A-3 A-5 A-5 A-5 A-7 1/2

45 A-1 A-2 A-3 A-5 A-5 A-7 1/2 A-7 1/2

50 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

55 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

60 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

65 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

70 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

75 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

80 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

85 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

90 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

95 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

100 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

105 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

110 A-3 A-5 A-7 1/2 B-10 B-15 B-15 B-15

115 A-3 A-5 A-7 1/2 B-10 B-15 B-15

120 A-3 A-5 A-7 1/2 B-10 B-15 B-15
C-20

Mixed Flow

Hunter’s WorldWide mixed flow dryers 
are column dryers that have air flows in 
the counter and concurrent directions. 
This allows for multiple 
drying zones with higher 
temperatures, greater 
energy efficiencies, and 
most importantly higher 
test weights. Adding 
all these features 
up allows Hunter’s 
Worldwide to have the 
most efficient dryer on 
the market.

Figure 1: The unique shape of 
the ducts hold the grain in without 
dependence on the hole size, so no 
special screens are required when 
drying small seed crops.

509 Arbor Drive • Columbia, MO 65201
573.474.9217

Figure 2: The Maxon® burners used 
in the Hunter’s Worldwide dryer are 
extremely efficient. The wide area they 
cover and short flame length continue 
to provide equal heat distribution to all 
the air throughout the entire dryer. This 
means faster more efficient drying with 
the lowest moisture differential possible 
throughout the entire dryer.
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Bucket Elevators

500 BU/HR to 3500 BU/HR
12.7 MT/HR to 88.9 MT/HR

All capacities are based on 75% bucket fill
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GROUP, LLC

LIBERTY BUCKET
ELEVATOR SPECIFICATIONS

HEAD

• 12 Gal. Two Piece Construction
• 10 Ga. AR Liner, Front Crown & Discharge
• 16” Dia. X 11” Face, Drum Type Pulley
• Vulcanized Rubber, Lagging, Electrostatically Balanced
• 12” x 10” Inspection Opening
• Rubber Seal around bearings to eliminate dust
• Stress Proof Shafting
• Rubber Adjustable Throat Plate for accurate Clean Out

BOOT

• 12 Ga. Steel with 9” Travel Take-Up
• One Loading Boot Hopper 13” x 13”
• 1 15/16” Stress Proof Shaft with Pillow Block Bearings
• 16” Dia. X 11” Face Drum Type Pulley
• 8” Square Inspection Door
• Dust Seals in Take Up Area to Prevent Dust
• Two Clean Out Slides

LEGGING

• 14 Ga. Standard or 12 Ga. Special
• Two Piece Design 10” x 13” Cross Section
• Inspection Section with Two 11” x 30” Door
• With Dust Seals

GENERAL

• Coating — Powder Coated
• Blue or Your Color Choice
• Hot Dipped Galvanized
• 304 Stainless
• 10” PVK or Rubber Belting
• Polyurethane Buckets — Plain or Vented

DIMENSIONS

• Head Ht. — 4 Ft.  5” & Discharge 8” x 13”
• Boot Ht. — 3 Ft. 6”
• Hopper Ht. — Up Side 34” & Down Side 24”
• Side Profile 34” — End View 10”

A = 1 15/16” Diameter Stress Proof Head Shaft
B = 2 7/16” Diameter Stress Proof Head Shaft
C = 2 15/16” Diameter Stress Proof Head Shaft

WE WILL CUSTOM MANUFACTURE ANY
BUCKET ELEVATOR TO YOUR SPECIFICATIONS.

Over 50 years HUNTER’S has known your needs. Our Engineering
testing has proven results in material handling and we have proven
this to you, our valued customers over the years. The specification
page that you are reviewing is the SERIES. Note the cup size
in relationship to the capacity. Our company bases the capacity on
75% bucket fill, which guarantees capacity that you require, and
protects grain from being damaged, which gives us pride. We are
doing today what others will be doing tomorrow.

HUNTER’S CARE

MODEL LIBER ELEVATOR LEG HORSE POWER
BPH 500 1000 1500 2000 2500 3000 3500

Discharge 9 x 5 9 x 5 9 x 5 9 x 5  9 x 6 9 x 6 9 x 6 LP
Height/Ft. 14” CC 12”CC 8” CC 6” CC 7” CC 7” CC 5 1/4” CC

RPM 55 90 90 90 95 110 90

20 A-1 A-1 A-1 1/2 A-2 A-2 A-3 A-3

25 A-1 A-1 A-1 1/2 A-2 A-3 A-3 A-5

30 A-1 A-1 1/2 A-2 A-3 A-3 A-5 A-5

35 A-1 A-1 1/2 A-2 A-3 A-5 A-5 A-5

40 A-1 A-2 A-3 A-5 A-5 A-5 A-7 1/2

45 A-1 A-2 A-3 A-5 A-5 A-7 1/2 A-7 1/2

50 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

55 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

60 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

65 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

70 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

75 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

80 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

85 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

90 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

95 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

100 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

105 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

110 A-3 A-5 A-7 1/2 B-10 B-15 B-15 B-15

115 A-3 A-5 A-7 1/2 B-10 B-15 B-15

120 A-3 A-5 A-7 1/2 B-10 B-15 B-15
C-20
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             Corn  Wheat  Rice  Tecnical Specifications

 12'
 Dryers

 H04-0493-0736 4 493 400 214 343 180 383 327 374 1 15,000 6.0 736 15 18 17.2 18 20
 H05-0505-0736 5 505 471 250 345 222 449 323 440 1 17,500 6.0 736 15 18 19.2 20 20
 H06-0578-0736 6 578 554 295 441 270 542 426 519 1 20,000 6.0 736 15 18 21.2 22 20

 16'
 Dryers

 H05-0674-0982 5 674 631 336 463 298 621 446 591 1 23,500 6.0 982 20 23 19.2 21.2 24
 H06-0770-0982 6 770 740 393 589 361 714 561 692 1 27,500 6.0 982 20 24 21.2 23.2 24
 H07-0866-0982 7 866 860 457 720 372 833 691 804 1 32,000 6.0 982 25 29 23.2 25.2 24
 H08-0962-1527 8 962 981 522 851 443 1003 863 918 2 36,000 12.0 1527 30 34 25.2 27.2 27
 H10-1155-1527 10 1155 1250 667 1037 596 1240 1017 1169 2 47,000 12.0 1527 40 46 29.2 31.2 27
 H12-1347-1527 12 1347 1468 782 1277 721 1426 1233 1373 2 55,000 12.0 1527 40 46 33.2 35.2 27
 H14-1539-2255 14 1539 1732 924 1458 815 1740 1454 1620 3 65,000 18.0 2255 55 61 37.2 39.2 27

 24'
 Dryers

 H06-1155-1473 6 1155 1109 589 883 541 1084 851 1037 2 41,200 12.0 1473 30 36 21.2 25.9 35
 H08-1443-1473 8 1443 1474 784 1279 665 1427 1239 1379 2 55,000 12.0 1473 40 50 25.2 27.9 35
 H10-1732-2291 10 1732 1687 891 1398 797 1667 1369 1578 2 62,000 15.0 2291 50 65 29.2 33.9 35
 H12-2020-2291 12 2020 2201 1173 1916 1082 2139 1850 2059 3 82,500 18.0 2291 60 75 33.2 37.9 35
 H14-2309-3382 14 2309 2428 1284 2061 1142 2380 2002 2271 3 89,500 21.0 3382 70 85 37.2 41.9 35
 H16-2597-3382 16 2597 2928 1580 2553 1415 2851 2470 2739 4 110,000 24.0 3382 80 100 41.2 45.9 35
 H20-3174-4527 20 3174 3357 1775 2931 1668 3332 2893 3140 5 124,000 30.0 4527 100 120 49.2 53.9 35
 H24-3750-4527 24 3750 4098 2167 3594 2013 4045 3524 3833 6 151,500 36.0 4527 120 150 55.2 61.9 35

 32'
 Dryers

 H12-2693-4509 12 2693 2647 1399 2499 1275 2542 2202 2305 3 108,000 22.5 4509 90 110 33.2 40.6 43
 H16-3463-4509 16 3463 3521 1862 3129 1565 3389 2941 3179 4 144,000 30.0 4509 120 140 41.2 48.6 43
 H20-4232-6691 20 4232 4394 2324 4071 2061 4235 3679 4052 5 180,000 37.5 6691 150 180 49.2 56.6 43
 H24-5001-6691 24 5001 5268 2786 4993 2552 5062 4418 4829 6 216,000 45.0 6691 180 200 57.2 64.6 43

Heavy Duty Liberty Series
Bucket Elevators

500 BU/HR to 3500 BU/HR
12.7 MT/HR to 88.9 MT/HR

All capacities are based on 75% bucket fill
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GROUP, LLC

LIBERTY BUCKET
ELEVATOR SPECIFICATIONS

HEAD

• 12 Gal. Two Piece Construction
• 10 Ga. AR Liner, Front Crown & Discharge
• 16” Dia. X 11” Face, Drum Type Pulley
• Vulcanized Rubber, Lagging, Electrostatically Balanced
• 12” x 10” Inspection Opening
• Rubber Seal around bearings to eliminate dust
• Stress Proof Shafting
• Rubber Adjustable Throat Plate for accurate Clean Out

BOOT

• 12 Ga. Steel with 9” Travel Take-Up
• One Loading Boot Hopper 13” x 13”
• 1 15/16” Stress Proof Shaft with Pillow Block Bearings
• 16” Dia. X 11” Face Drum Type Pulley
• 8” Square Inspection Door
• Dust Seals in Take Up Area to Prevent Dust
• Two Clean Out Slides

LEGGING

• 14 Ga. Standard or 12 Ga. Special
• Two Piece Design 10” x 13” Cross Section
• Inspection Section with Two 11” x 30” Door
• With Dust Seals

GENERAL

• Coating — Powder Coated
• Blue or Your Color Choice
• Hot Dipped Galvanized
• 304 Stainless
• 10” PVK or Rubber Belting
• Polyurethane Buckets — Plain or Vented

DIMENSIONS

• Head Ht. — 4 Ft.  5” & Discharge 8” x 13”
• Boot Ht. — 3 Ft. 6”
• Hopper Ht. — Up Side 34” & Down Side 24”
• Side Profile 34” — End View 10”

A = 1 15/16” Diameter Stress Proof Head Shaft
B = 2 7/16” Diameter Stress Proof Head Shaft
C = 2 15/16” Diameter Stress Proof Head Shaft

WE WILL CUSTOM MANUFACTURE ANY
BUCKET ELEVATOR TO YOUR SPECIFICATIONS.

Over 50 years HUNTER’S has known your needs. Our Engineering
testing has proven results in material handling and we have proven
this to you, our valued customers over the years. The specification
page that you are reviewing is the SERIES. Note the cup size
in relationship to the capacity. Our company bases the capacity on
75% bucket fill, which guarantees capacity that you require, and
protects grain from being damaged, which gives us pride. We are
doing today what others will be doing tomorrow.

HUNTER’S CARE

MODEL LIBER ELEVATOR LEG HORSE POWER
BPH 500 1000 1500 2000 2500 3000 3500

Discharge 9 x 5 9 x 5 9 x 5 9 x 5  9 x 6 9 x 6 9 x 6 LP
Height/Ft. 14” CC 12”CC 8” CC 6” CC 7” CC 7” CC 5 1/4” CC

RPM 55 90 90 90 95 110 90

20 A-1 A-1 A-1 1/2 A-2 A-2 A-3 A-3

25 A-1 A-1 A-1 1/2 A-2 A-3 A-3 A-5

30 A-1 A-1 1/2 A-2 A-3 A-3 A-5 A-5

35 A-1 A-1 1/2 A-2 A-3 A-5 A-5 A-5

40 A-1 A-2 A-3 A-5 A-5 A-5 A-7 1/2

45 A-1 A-2 A-3 A-5 A-5 A-7 1/2 A-7 1/2

50 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

55 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

60 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

65 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

70 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

75 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

80 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

85 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

90 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

95 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

100 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

105 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

110 A-3 A-5 A-7 1/2 B-10 B-15 B-15 B-15

115 A-3 A-5 A-7 1/2 B-10 B-15 B-15

120 A-3 A-5 A-7 1/2 B-10 B-15 B-15
C-20

Heavy Duty Liberty Series
Bucket Elevators

500 BU/HR to 3500 BU/HR
12.7 MT/HR to 88.9 MT/HR

All capacities are based on 75% bucket fill

509 Arbor Drive • Columbia, MO 65201
Direct 573.474.9217 • Cell 573.673.7237 or 573.424.0330 • Email wehunter@hwws.us

GROUP, LLC

LIBERTY BUCKET
ELEVATOR SPECIFICATIONS

HEAD

• 12 Gal. Two Piece Construction
• 10 Ga. AR Liner, Front Crown & Discharge
• 16” Dia. X 11” Face, Drum Type Pulley
• Vulcanized Rubber, Lagging, Electrostatically Balanced
• 12” x 10” Inspection Opening
• Rubber Seal around bearings to eliminate dust
• Stress Proof Shafting
• Rubber Adjustable Throat Plate for accurate Clean Out

BOOT

• 12 Ga. Steel with 9” Travel Take-Up
• One Loading Boot Hopper 13” x 13”
• 1 15/16” Stress Proof Shaft with Pillow Block Bearings
• 16” Dia. X 11” Face Drum Type Pulley
• 8” Square Inspection Door
• Dust Seals in Take Up Area to Prevent Dust
• Two Clean Out Slides

LEGGING

• 14 Ga. Standard or 12 Ga. Special
• Two Piece Design 10” x 13” Cross Section
• Inspection Section with Two 11” x 30” Door
• With Dust Seals

GENERAL

• Coating — Powder Coated
• Blue or Your Color Choice
• Hot Dipped Galvanized
• 304 Stainless
• 10” PVK or Rubber Belting
• Polyurethane Buckets — Plain or Vented

DIMENSIONS

• Head Ht. — 4 Ft.  5” & Discharge 8” x 13”
• Boot Ht. — 3 Ft. 6”
• Hopper Ht. — Up Side 34” & Down Side 24”
• Side Profile 34” — End View 10”

A = 1 15/16” Diameter Stress Proof Head Shaft
B = 2 7/16” Diameter Stress Proof Head Shaft
C = 2 15/16” Diameter Stress Proof Head Shaft

WE WILL CUSTOM MANUFACTURE ANY
BUCKET ELEVATOR TO YOUR SPECIFICATIONS.

Over 50 years HUNTER’S has known your needs. Our Engineering
testing has proven results in material handling and we have proven
this to you, our valued customers over the years. The specification
page that you are reviewing is the SERIES. Note the cup size
in relationship to the capacity. Our company bases the capacity on
75% bucket fill, which guarantees capacity that you require, and
protects grain from being damaged, which gives us pride. We are
doing today what others will be doing tomorrow.

HUNTER’S CARE

MODEL LIBER ELEVATOR LEG HORSE POWER
BPH 500 1000 1500 2000 2500 3000 3500

Discharge 9 x 5 9 x 5 9 x 5 9 x 5  9 x 6 9 x 6 9 x 6 LP
Height/Ft. 14” CC 12”CC 8” CC 6” CC 7” CC 7” CC 5 1/4” CC

RPM 55 90 90 90 95 110 90

20 A-1 A-1 A-1 1/2 A-2 A-2 A-3 A-3

25 A-1 A-1 A-1 1/2 A-2 A-3 A-3 A-5

30 A-1 A-1 1/2 A-2 A-3 A-3 A-5 A-5

35 A-1 A-1 1/2 A-2 A-3 A-5 A-5 A-5

40 A-1 A-2 A-3 A-5 A-5 A-5 A-7 1/2

45 A-1 A-2 A-3 A-5 A-5 A-7 1/2 A-7 1/2

50 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

55 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

60 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

65 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

70 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

75 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

80 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

85 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

90 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

95 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

100 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

105 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

110 A-3 A-5 A-7 1/2 B-10 B-15 B-15 B-15

115 A-3 A-5 A-7 1/2 B-10 B-15 B-15

120 A-3 A-5 A-7 1/2 B-10 B-15 B-15
C-20

Unique Design
Advantages

Look at Hunter’s WorldWide 
dryers close and you will 

see the difference.
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Modular

The Hunter’s WorldWide dryer is a uniquely 
modular design that allows for easy 
installation in the field and possible expansion 
at a later date. Remember to size up your 
foundation, fuel supply and electrical supply if 
planning for future expansion.

Please see your dryer salesperson or dealer 
for details.

Reliable Safety

Hunter’s Worldwide dryers employ a 
Honeywell flame safety relay to control 
burner operation. The Honeywell relay 
is continuously monitoring for air flow, 
temperature and presence of flame. 
The flame safety is designed to halt all 
burner operations. This paired with the 
Honeywell ultraviolet flame detection 
gives a burner operation you can rely on.

Flexible Operations

If your drying season and conditions change 
every year—then the Hunter’s WorldWide 
dryer is the right dryer for the job. In a 
multiple burner dryer, each section can be 
on, off, or any temperature in between. This 
gives you the flexibility to run the dryer how 
you want to. A multiple section configuration 
gives you the option of running all heat, 
dry & cool, steeping or sweating sections, 
multiple burner temperatures, etc.

Hunter’s WorldWide System Control

Exclusively with Dryer Master® embedded moisture 
control system. The       System Control allows 
individual user setup over on/off timers, which 
burner/blowers are enabled, and more. The
      System Control comes with tracking and 
graphing capabilities giving the operator visibility of 
what has happened in the dryer over the last several 
hours. In addition, the       System Control 
will give the operator or dryer technician increased 
troubleshooting capabilities.

Heavy Duty Liberty Series
Bucket Elevators

500 BU/HR to 3500 BU/HR
12.7 MT/HR to 88.9 MT/HR

All capacities are based on 75% bucket fill
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LIBERTY BUCKET
ELEVATOR SPECIFICATIONS

HEAD

• 12 Gal. Two Piece Construction
• 10 Ga. AR Liner, Front Crown & Discharge
• 16” Dia. X 11” Face, Drum Type Pulley
• Vulcanized Rubber, Lagging, Electrostatically Balanced
• 12” x 10” Inspection Opening
• Rubber Seal around bearings to eliminate dust
• Stress Proof Shafting
• Rubber Adjustable Throat Plate for accurate Clean Out

BOOT

• 12 Ga. Steel with 9” Travel Take-Up
• One Loading Boot Hopper 13” x 13”
• 1 15/16” Stress Proof Shaft with Pillow Block Bearings
• 16” Dia. X 11” Face Drum Type Pulley
• 8” Square Inspection Door
• Dust Seals in Take Up Area to Prevent Dust
• Two Clean Out Slides

LEGGING

• 14 Ga. Standard or 12 Ga. Special
• Two Piece Design 10” x 13” Cross Section
• Inspection Section with Two 11” x 30” Door
• With Dust Seals

GENERAL

• Coating — Powder Coated
• Blue or Your Color Choice
• Hot Dipped Galvanized
• 304 Stainless
• 10” PVK or Rubber Belting
• Polyurethane Buckets — Plain or Vented

DIMENSIONS

• Head Ht. — 4 Ft.  5” & Discharge 8” x 13”
• Boot Ht. — 3 Ft. 6”
• Hopper Ht. — Up Side 34” & Down Side 24”
• Side Profile 34” — End View 10”

A = 1 15/16” Diameter Stress Proof Head Shaft
B = 2 7/16” Diameter Stress Proof Head Shaft
C = 2 15/16” Diameter Stress Proof Head Shaft

WE WILL CUSTOM MANUFACTURE ANY
BUCKET ELEVATOR TO YOUR SPECIFICATIONS.

Over 50 years HUNTER’S has known your needs. Our Engineering
testing has proven results in material handling and we have proven
this to you, our valued customers over the years. The specification
page that you are reviewing is the SERIES. Note the cup size
in relationship to the capacity. Our company bases the capacity on
75% bucket fill, which guarantees capacity that you require, and
protects grain from being damaged, which gives us pride. We are
doing today what others will be doing tomorrow.

HUNTER’S CARE

MODEL LIBER ELEVATOR LEG HORSE POWER
BPH 500 1000 1500 2000 2500 3000 3500

Discharge 9 x 5 9 x 5 9 x 5 9 x 5  9 x 6 9 x 6 9 x 6 LP
Height/Ft. 14” CC 12”CC 8” CC 6” CC 7” CC 7” CC 5 1/4” CC

RPM 55 90 90 90 95 110 90

20 A-1 A-1 A-1 1/2 A-2 A-2 A-3 A-3

25 A-1 A-1 A-1 1/2 A-2 A-3 A-3 A-5

30 A-1 A-1 1/2 A-2 A-3 A-3 A-5 A-5

35 A-1 A-1 1/2 A-2 A-3 A-5 A-5 A-5

40 A-1 A-2 A-3 A-5 A-5 A-5 A-7 1/2

45 A-1 A-2 A-3 A-5 A-5 A-7 1/2 A-7 1/2

50 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

55 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 A-7 1/2

60 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

65 A-1 1/2 A-3 A-5 A-5 A-7 1/2 A-7 1/2 B-10

70 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

75 A-1 1/2 A-3 A-5 A-7 1/2 A-7 1/2 B-10 B-10

80 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

85 A-2 A-5 A-5 A-7 1/2 B-10 B-10 B-15

90 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

95 A-2 A-5 A-7 1/2 A-7 1/2 B-10 B-15 B-15

100 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

105 A-2 A-5 A-7 1/2 B-10 B-10 B-15 B-15

110 A-3 A-5 A-7 1/2 B-10 B-15 B-15 B-15

115 A-3 A-5 A-7 1/2 B-10 B-15 B-15

120 A-3 A-5 A-7 1/2 B-10 B-15 B-15
C-20
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